LoRaWAN attack in military use case
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Abstract—The importance of the development of IoT and
LoRaWAN in military applications has been widely established.
Since security is one of its important challenges, in this paper we
study two attacks scenarios: replay and sniff attacks on military
LoRaWAN network. The aim is to highlight cybersecurity threats
that must be taken into consideration when using such technology
in critical context.

I. INTRODUCTION

We have observed the increasing development of the IoT
(Internet of Things) in several diverse fields. The use of these
technologies is booming. Today, approximately forty billion
devices, with an estimated seventy-five billion connected
objects by 2025 [1]. This increase use of IoT technology is
mainly the result of the development of intelligent automation
in homes, the growing interconnection of user services with
businesses, and the emergence of smart cities.

In fact, its long-distance communications capabilities and
excellent energy autonomy are a great assets that encourage its
use in different domains. Like the civilian world, the military
sector is actively seeking to develop the use of IoT to adapt
and improve its combat systems. In this paper, we consider
the use of LoRaWAN technology in national defense sector.
This includes systems for locating soldiers and monitoring
health using the LoRaWAN model [2], or a LoRa-based UAV
(Unmanned Aerial Vehicle) fingerprinting framework [3], or
even the development of the TRACE project, which aims
to automate the maintenance of ammunition using a tool
for remote reading and LoRaWAN transmission of storage
conditions [4]. One of the common points of indicated
military applications is the transit of sensitive information to
which an armed force should have access in all circumstances,
without revealing any secrets to the enemy.

In a world where cyberwarfare is omnipresent [5], the
enemy might want to harm its opponent by attacking
LoRaWAN transmission systems. The aim of this paper is to
study the military’s threats by giving some attack scenarios
of LoRaWAN network. In this paper, we consider sniffing
and replay attacks.

The rest of this paper is organized as follows: Section
IT describes the military scenarios, Section III presents the
implementation and results of our solution, and Section IV
provides a conclusion.

II. PROPOSED APPROACH AND MECHANISM

In this paper, we consider two scenarios of attacks on
military LoRaWAN networks (see Fig. 2). We consider a
network for monitoring shell containers on the front line with
GNSS position feedback based on LoRaWAN technology. The
aim here is to detect, sniff this network, intercept it, exploit its
metadata (S1: scenario 1), and then neutralize the link between
the device and the gateway (S2: scenario 2).
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Fig. 1. Attack scenarios

We wanted to set up a simple scenario that could be
accessible to all skill levels and applicable to both civil
technology and military contexts. To achieve this, we created
a simple targeted LoRaWAN network: one device, one
gateway and a community network server operating under the
release 1.0.x. Our implementation was as follows: the device
responsible for tracking the GNSS position of the simulated
military equipment was a Heltech card (CubeCell GPS-6502)
compatible with Arduino development environment combining
a LoRaWAN transmission module, itself associated with a
GPS positioning module. This device communicated with
a gateway named Dragino LPS8 controlled by The Things
Network (TTN) software.

In the first scenario we set up the target LoRaWAN network,
then sniff exchanged messages between the device and the
gateway. We used the Dragino LPS8 and TTN software, as
well as a HackRF software-defined radio. Then we analyzed
metadata by reading LoRaWAN frame. For scenario 2, we
send back the frames received to the target gateway. We
first investigated the possibility of using Dragino LPS8 and
TTN software to create the eavesdropping network. Once this
network was functional, we implemented the attack network
with a HackRF software-defined radio (see Fig. 2).






